






Intelligent Positioner
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■ General Technical Data
Model
Power Supply

Electric Connect

Sensor Connect

BUS Connect

Protection Standard for EN60529

Command Signal

Monitor Signal

LED Indicator

LCD Display

Enclosure

Ambient temperature

Weight

EPR100S
24VDC±10%, <6W

M12A code round plug connector

M12A code round plug connector or Grommet

N/A

IP65

0/4…20mA

4…20mA

Power, Bus, Fault and Achieve indicator

Command signal and real position and settings

Aluminum

0…500C

≈0.5Kg

EPR100P

Grommet

N/A

D-SUB9

IP65 (For D-SUB9 IP20)

0/4…20mA or BUS

4…20mA or BUS

≈1Kg

■ Positioner Technical Data
Model
Cv

Max. Input Pressure

Fluid

Lubrication

Accuracy

Control Line

Sensor Stroke

Sensor Resistance

PID parameter

Control function

EPR100S
0.1

120psi

20μm filtered or less dry compress air or inter gas

No required, if use, a medium aniline point oil is recommended.

≤±0.3%

Linear, R25,R30,R40,R50,free (Q open)

0…30/50/75

3K…5K

Adjustable

Single actuator

EPR100P

0…1200



■ EPR100S Dimensions(mm)

■ EPR100P Dimensions(mm)
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Intelligent Positioner

A:AUTO

BUS ADDRESS

H X 10 L X 1

POWER ACHIEVE BUS

X=0.0
W=0.0
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Intelligent Positioner

■ Control functions
6 functions ：Linear，R25，R30，R40，R50，Free(Set the point freely, Q Open is the default line )

Control Lines
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■ Order number
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Type

BUS connecting

Fail safe type

Output option

Electric connector

Order example
EPR100S

EPR100S 000 SA1 00 01

000

SA01

01

02

Grommets

M12 A code connectors

1 M12 A code connector + 1 Grommet

Grommet

M12 Screw terminal connector

M12 Screw terminal connector+ Grommet

01

02

03

Keep current position

Reset current position

SA01

SA02

NO BUS

BUS

000

DP

NO

4～20mA

Switch Output PNP

4～20mA+Switch Output PNP

Switch Output NPN

4～20mA+Switch Output NPN

00

01

02

03

04

05

Bus connecting

Fail Safe type

Signal output option(NO BUS ONLY)

Electric connector






